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DETECTABLE WARNING MATERIAL: 18. CURB RAMPS MUST CONTAIN A DETECTABLE WARNING SURFACE THAT CONSISTS OF RAISED TRUNCATED DOMES COMPLYING WITH CURB RAMPS MUST CONTAIN A DETECTABLE WARNING SURFACE THAT CONSISTS OF RAISED TRUNCATED DOMES COMPLYING WITH SECTION 705 OF THE TAS. THE SURFACE MUST CONTRAST VISUALLY WITH ADJOINING SURFACES, INCLUDING SIDE FLARES. FURNISH AND INSTALL AN APPROVED CAST-IN-PLACE DARK BROWN OR DARK RED DETECTABLE WARNING SURFACE MATERIAL ADJACENT TO UNCOLORED CONCRETE, UNLESS SPECIFIED ELSEWHERE IN THE PLANS. 19. DETECTABLE WARNING MATERIALS MUST MEET TXDOT DEPARTMENTAL MATERIALS SPECIFICATION DMS 4350 AND BE LISTED ON DETECTABLE WARNING MATERIALS MUST MEET TXDOT DEPARTMENTAL MATERIALS SPECIFICATION DMS 4350 AND BE LISTED ON THE MATERIAL PRODUCER LIST. INSTALL PRODUCTS IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS. 20. DETECTABLE WARNING SURFACES MUST BE SLIP RESISTANT AND NOT AL LOW WATER TO ACCUMULATE. DETECTABLE WARNING SURFACES MUST BE SLIP RESISTANT AND NOT AL LOW WATER TO ACCUMULATE. 21. DETECTABLE WARNING SURFACES SHALL BE A MINIMUM OF 24" IN DEPTH IN THE DIRECTION OF PEDESTRIAN TRAVEL, AND DETECTABLE WARNING SURFACES SHALL BE A MINIMUM OF 24" IN DEPTH IN THE DIRECTION OF PEDESTRIAN TRAVEL, AND EXTEND THE FULL WIDTH OF THE CURB RAMP OR LANDING WHERE THE PEDESTRIAN ACCESS ROUTE ENTERS THE STREET. 22. DETECTABLE WARNING SURFACES SHALL BE LOCATED SO THAT THE EDGE NEAREST THE CURB LINE IS AT THE BACK OF CURB. DETECTABLE WARNING SURFACES SHALL BE LOCATED SO THAT THE EDGE NEAREST THE CURB LINE IS AT THE BACK OF CURB. ALIGN THE ROWS OF DOMES TO BE PERPENDICULAR TO THE GRADE BREAK BETWEEN THE RAMP RUN AND THE STREET. DETECTABLE WARNING SURFACES MAY BE CURVED ALONG THE CORNER RADIUS. 23. SHADED AREAS ON SHEET 1 OF 4 INDICATE THE APPROXIMATE LOCATION FOR THE DETECTABLE WARNING SURFACE FOR EACH SHADED AREAS ON SHEET 1 OF 4 INDICATE THE APPROXIMATE LOCATION FOR THE DETECTABLE WARNING SURFACE FOR EACH CURB RAMP TYPE.
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24. FURNISH DETECTABLE WARNING PAVER UNITS MEETING ALL REQUIREMENTS OF ASTM C-936, C-33. LAY IN TWO BY TWO FURNISH DETECTABLE WARNING PAVER UNITS MEETING ALL REQUIREMENTS OF ASTM C-936, C-33. LAY IN TWO BY TWO UNIT BASKET WEAVE PATTERN OR AS DIRECTED. 25. LAY FULL-SIZE UNITS FIRST FOLLOWED BY CLOSURE UNITS CONSISTING OF AT LEAST 25 PERCENT OF A FULL UNIT. LAY FULL-SIZE UNITS FIRST FOLLOWED BY CLOSURE UNITS CONSISTING OF AT LEAST 25 PERCENT OF A FULL UNIT. CUT DETECTABLE WARNING PAVER UNITS USING A POWER SAW. SIDEWALKS 26. PROVIDE CLEAR GROUND SPACE AT OPERABLE PARTS, INCLUDING PEDESTRIAN PUSH BUTTONS. OPERABLE PARTS PROVIDE CLEAR GROUND SPACE AT OPERABLE PARTS, INCLUDING PEDESTRIAN PUSH BUTTONS. OPERABLE PARTS SHALL BE PLACED WITHIN ONE OR MORE REACH RANGES SPECIFIED IN TAS 308. 27. PLACE TRAFFIC SIGNAL OR ILLUMINATION POLES, GROUND BOXES, CONTROLLER BOXES, SIGNS, DRAINAGE FACILITIES PLACE TRAFFIC SIGNAL OR ILLUMINATION POLES, GROUND BOXES, CONTROLLER BOXES, SIGNS, DRAINAGE FACILITIES AND OTHER ITEMS SO AS NOT TO OBSTRUCT THE PEDESTRIAN ACCESS ROUTE OR CLEAR GROUND SPACE. 28. STREET GRADES AND CROSS SLOPES SHALL BE SHOWN ELSEWHERE IN THE PLANS. STREET GRADES AND CROSS SLOPES SHALL BE SHOWN ELSEWHERE IN THE PLANS. 29. CHANGES IN LEVEL GREATER THAN 1/4 INCH ARE NOT PERMITTED CHANGES IN LEVEL GREATER THAN 1/4 INCH ARE NOT PERMITTED 30. THE LEAST POSSIBLE GRADE SHOULD BE USED TO MAXIMIZE ACCESSIBILITY. THE RUNNING SLOPE OF SIDEWALKS AND THE LEAST POSSIBLE GRADE SHOULD BE USED TO MAXIMIZE ACCESSIBILITY. THE RUNNING SLOPE OF SIDEWALKS AND CROSSWALKS WITHIN THE PUBLIC RIGHT OF WAY FOLLOW THE GRADE OF THE PARALLEL ROADWAY. WHERE A CONTINUOUS GRADE GREATER THAN 5% MUST BE PROVIDED, HANDRAILS MAY BE DESIRABLE TO IMPROVE ACCESSIBILITY. HANDRAILS MAY ALSO BE NEEDED TO PROTECT PEDESTRIANS FROM POTENTIAL HAZARDOUS CONDITIONS. IF PROVIDED, HANDRAILS SHALL COMPLY WITH TAS 505. 31. HANDRAIL EXTENSIONS SHALL NOT PROTRUDE INTO THE USABLE LANDING AREA OR INTO INTERSECTING PEDESTRIAN HANDRAIL EXTENSIONS SHALL NOT PROTRUDE INTO THE USABLE LANDING AREA OR INTO INTERSECTING PEDESTRIAN ROUTES. 32. DRIVEWAYS AND TURNOUTS SHALL BE CONSTRUCTED AND PAID FOR IN ACCORDANCE WITH ITEM "INTERSECTIONS, DRIVEWAYS AND TURNOUTS SHALL BE CONSTRUCTED AND PAID FOR IN ACCORDANCE WITH ITEM "INTERSECTIONS, DRIVEWAYS AND TURNOUTS". SIDEWALKS SHALL BE CONSTRUCTED AND PAID FOR IN ACCORDANCE WITH ITEM, "SIDEWALKS". 33. SIDEWALK DETAILS ARE SHOWN ELSEWHERE IN THE PLANS.SIDEWALK DETAILS ARE SHOWN ELSEWHERE IN THE PLANS.
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1. CENTER ONE (1) 20-FOOT JOINT OF C-900 PVC DR18, CLASS 150, WATERLINE PIPE OVER SANITARY SEWER; 6-INCH ABSOLUTE MINIMUM CENTER ONE (1) 20-FOOT JOINT OF C-900 PVC DR18, CLASS 150, WATERLINE PIPE OVER SANITARY SEWER; 6-INCH ABSOLUTE MINIMUM CLEARANCE. 2. IF NO EVIDENCE OF SANITARY SEWER LEAKAGE, CENTER ONE JOINT OF WATER LINE OVER SANITARY SEWER: 24-INCH ABSOLUTE MINIMUM IF NO EVIDENCE OF SANITARY SEWER LEAKAGE, CENTER ONE JOINT OF WATER LINE OVER SANITARY SEWER: 24-INCH ABSOLUTE MINIMUM CLEARANCE. IF THE SEWER LINE IS LEAKING, THE SEWER LINE SHALL BE REPLACED FOR AT LEAST NINE FEET IN BOTH DIRECTIONS (18 FEET TOTAL) WITH AT LEAST 150 psi PRESSURE- RATED PIPE EMBEDDED IN CEMENT STABILIZED SAN FOR THE TOTAL LENGTH OF ONE PIPE SEGMENT PLUS 12 INCHES BEYOND THE JOINT ON EACH END. 3. SEWER LINE SHALL BE ENCASED. THE CASING PIPE SHALL BE CONSTRUCTED OF AT LEAST 150 psi PRESSURE PIPE CLASS PIPE, AT LEAST SEWER LINE SHALL BE ENCASED. THE CASING PIPE SHALL BE CONSTRUCTED OF AT LEAST 150 psi PRESSURE PIPE CLASS PIPE, AT LEAST 18 FEET LONG. SEALED IN BOTH ENDS WITH CEMENT GROUT OR A MANUFACTURED SEAL. AT LEAST 2 NOMINAL SIZES LARGER THAN THE WASTEWATER COLLECTION PIPE, AN ABSOLUTE MINIMUM SEPARATION OF ONE FOOT BETWEEN WATER LINE AND ENCASEMENT PIPE, OR WATER LINE SHALL BE CONSTRUCTED OF DUCTILE IRON OR STEEL PIPE WITH MECHANICAL OR WELDED JOINTS AS APPROPRIATE. AN ABSOLUTE MINIMUM SEPARATION DISTANCE OF ONE FOOT BETWEEN THE WATER LINE AND WASTEWATER MAIN OR LATERAL SHALL BE PROVIDED. 4. AUGER 9-FEET MINIMUM EACH SIDE OF SANITARY SEWER. PLACE ONE 20-FOOT JOINT OF C900 PVC, 150 PSI, CENTERED UNDER SANITARY AUGER 9-FEET MINIMUM EACH SIDE OF SANITARY SEWER. PLACE ONE 20-FOOT JOINT OF C900 PVC, 150 PSI, CENTERED UNDER SANITARY SEWER. FILL BORED HOLE WITH BENTONITE/CLAY MIXTURE: 2-FOOT ABSOLUTE MINIMUM CLEARANCE OR REPLACE THE EXISTING SANITARY SEWER WITH 150 PSI LINED DUCTILE IRON OR PVC PIPE WITH APPROPRIATE ADAPTERS ON ALL PORTIONS OF THE SANITARY WITHIN 9-FEET OF THE WATER MAIN. 5. WHERE A NEW POTABLE WATER LINE CROSSES A NEW. PRESSURE RATED WASTEWATER MAIN OR LATERAL, ONE SEGMENT OF THE WATER WHERE A NEW POTABLE WATER LINE CROSSES A NEW. PRESSURE RATED WASTEWATER MAIN OR LATERAL, ONE SEGMENT OF THE WATER LINE PIPE SHALL BE CENTERED OVER AND SHALL BE PERPENDICULAR TO THE WASTE WATER LINE SUCH THAT THE JOINTS OF THE WATERLINE PIPE ARE EQUIDISTANT AND AT LEAST NINE FEET HORIZONTALLY FROM THE CENTER LINE OF THE WASTEWATER MAIN OR LATERAL. THE POTABLE WATER LINE SHALL BE AT LEAST SIX INCHES ABOVE THE WASTEWATER MAIN OR LATERAL. WHENEVER POSSIBLE. THE CROSSING SHALL BE CENTERED BETWEEN JOINTS OF THE WASTEWATER MAIN OR LATERAL. THE WASTEWATER PIPE SHALL HAVE A MINIMUM PRESSURE RATING OF AT LEAST 150 psi, THE WASTEWATER MAIN OR LATERAL SHALL EMBEDDED IN CEMENT STABILIZED SAND FOR THE TOTAL LENGTH OF ONE PIPE SEGMENT PLUS 12 INCHES BEYOND THE JOINT ON EACH END. 6. IF CLEARANCE IS BETWEEN 2 TO 9-FEET IF CLEARANCE IS BETWEEN 2 TO 9-FEET A.) CENTER A MINIMUM 18-FOOT JOINT OF 150 PSI LINED DUCTILE IRON OR PVC PIPE AT WATER LINE. CENTER A MINIMUM 18-FOOT JOINT OF 150 PSI LINED DUCTILE IRON OR PVC PIPE AT WATER LINE. B.) CEMENT STABILIZED SAND SHALL HAVE A MINIMUM OF 10% CEMENT PER CUBIC YARD OF CEMENT STABILIZED SAND MIXTURE, BASED CEMENT STABILIZED SAND SHALL HAVE A MINIMUM OF 10% CEMENT PER CUBIC YARD OF CEMENT STABILIZED SAND MIXTURE, BASED ON LOOSE DRY WEIGHT VOLUME 9AT LEAST 2.5 BAGS OF CEMENT PER CUBIC YARD OF MIXTURE). THE CEMENT STABILIZED SAND BEDDING SHALL BE A MINIMUM OF SIX INCHES ABOVE AND FOUR INCHES BELOW THE WASTEWATER MAIN OR LATERAL. THE USE OF BROWN COLORING IN CEMENT STABILIZED SAND FOR WASTEWATER MAIN OR LATERAL BEDDING IS RECOMMENDED FOR THE IDENTIFICATION OF PRESSURE RATED WASTEWATER MAINS DURING FUTURE CONSTRUCTION.
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NOTE: FIELD MOISTURE TO BE +3 OF OPTIMUM MOISTURE.
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COMPACTED TO 90% STD. PROCTOR DENSITY (MIN.)
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CONTRACTOR SHALL TRIM ASPHALT TO A NEAT STRAIGHT LINE.
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MINIMUM 3" HMAC OR 1/2 THICKNESS OF EXISTING ASPHALT SURFACE, WHICHEVER IS GREATER (T.H. DEPT. TYPE D)
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MINIMUM 5" LIMESTONE OR 8" CALICHE (COMPACTED TO 98% STD. PROCTOR DENSITY)
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4" X 4" POST PAINT GREEN FOR SEWER SERVICE PAINT BLUE FOR WATER BLUE WITH "V" FOR VALVE PAINT RED FOR ELECTRICAL COUNDUITS

AutoCAD SHX Text
 C.I. PLUG W/2" TAP

AutoCAD SHX Text
NOTE 1. A BLOWOFF TAP, AS SHOWN ON THE DETAIL HEREON SHALL A BLOWOFF TAP, AS SHOWN ON THE DETAIL HEREON SHALL BE PROVIDED AT ALL DEAD ENDS FOR RELEASING TRAPPED AIR TO AID IN FLUSHING, AND FOR SAMPLING FOR TESTING. 2. CONCRETE THRUST BLOCKS SHALL BE REQUIRED AT PLUGS, CONCRETE THRUST BLOCKS SHALL BE REQUIRED AT PLUGS, AS WELL AS AT ALL OTHER LOCATIONS AS NOTED HEREON.
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LOCATE AT R.O.W. LINE DO NOT PUT IN STREET R.O.W.
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WRAPPED WITH 6 MIL POLY. UP TO THE BURY LINE.
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M&H COMPRESSION TYPE TRAFFIC MODEL FLUSH VALVE OR EQUAL.
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F.H. BARREL TO BE WRAPPED WITH 8 MIL POLY. UP TO THE BURY LINE.
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BEARING AREA FOR TEE (SEE TABLE)
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SPECIAL CONDITION LINE ADJUSTMENTS 5/8" GALV. ALL THREAT RODS WITH EYELET BOLTS FOR ASSEMBLY WITH THRUST BLOCKS.
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SAND BEDDING PLACED BEFORE PIPE IS LAID UP TO FLOW LINE OF PIPE (MIN. THICKNESS = 6"). SAND BACKFILL PLACED AFTER PIPE IS LAID FROM BOTTOM OF PIPE TO SPRING LINE OF PIPE (4" LIFTS, HAND TAMPED). SAND BACKFILL PLACED FROM SPRING LINE OF PIPE TO 6" ABOVE TOP OF PIPE (6" LIFTS, HAND TAMPED). SAND BACKFILL, CLASS "A" (6" LIFTS, MECHANICAL COMPACTION). EARTH BACKFILL, CLASS "B" (12" LIFTS, MECHANICAL COMPACTION). FOUNDATION PREPARATION (WELLPOINTS, GRAVEL OR CEMENT STABILIZATION, OR APPROVED SUBSTITUTE) SHALL BE REQUIRED WHEN TRENCH BOTTOM IS UNSTABLE.) BACKFILLING AT STRUCTURES SHALL BE PLACED IN UNIFORM LAYERS, MOISTENED AS REQUIRED TO APPROXIMATE OPTIMUM MOISTURE CONTENT, AND COMPACTED TO 95% STD. PROCTOR DENSITY. THE THICKNESS OF EACH LOOSE LAYER SHALL NOT EXCEED 6". STRUCTURE BACKFILL MATERIAL SHALL BE SAND, APPROVED  SITE SOIL, OR OTHER APPROVED SUBSTITUTE.
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NOTE: 1. USE 3/4" PEX PIPE FOR SINGLE SERVICE CONNECTION. USE 3/4" PEX PIPE FOR SINGLE SERVICE CONNECTION. 2. USE SERVICE CLAMP OR FACTORY THREADED COUPLING USE SERVICE CLAMP OR FACTORY THREADED COUPLING FOR 1" SERVICE CONNECTIONS. 3. SERVICES SHALL BE INSTALLED ACCORDING TO STANDARD SERVICES SHALL BE INSTALLED ACCORDING TO STANDARD PIPE BEDDING DETAIL. 4. APPROVED MATERIAL: REHAU MUNICIPEX WATER SERVICE APPROVED MATERIAL: REHAU MUNICIPEX WATER SERVICE LINE OR EQUAL.
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NOTE: 1. USE 3/4" PEX PIPE FOR SINGLE SERVICE CONNECTION. USE 3/4" PEX PIPE FOR SINGLE SERVICE CONNECTION. 2. USE SERVICE CLAMP OR FACTORY THREADED USE SERVICE CLAMP OR FACTORY THREADED COUPLING FOR 1" SERVICE CONNECTIONS. 3. SERVICES SHALL BE INSTALLED ACCORDING TO SERVICES SHALL BE INSTALLED ACCORDING TO STANDARD PIPE BEDDING DETAIL. 4. APPROVED MATERIAL: REHAU MUNICIPEX WATER APPROVED MATERIAL: REHAU MUNICIPEX WATER SERVICE LINE OR EQUAL.
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MARK CURB W/"W" BRANDING IRON WILL BE FURNISHED AND PROVIDED BY CONTRACTOR SEE DETAIL "A"
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TEFLON BALL CORPORATION STOP - DOUBLE SERVICE
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BRONZE DOUBLE STRAP SADDLE OR APPROVED EQUAL
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NOTE: 1. USE 3/4" PEX PIPE FOR SINGLE SERVICE CONNECTION. USE 3/4" PEX PIPE FOR SINGLE SERVICE CONNECTION. 2. USE SERVICE CLAMP OR FACTORY THREADED COUPLING USE SERVICE CLAMP OR FACTORY THREADED COUPLING FOR 1" S`ERVICE CONNECTIONS. 3. SERVICES SHALL BE INSTALLED ACCORDING TO SERVICES SHALL BE INSTALLED ACCORDING TO STANDARD PIPE BEDDING DETAIL. 4. APPROVED MATERIAL: REHAU MUNICIPEX WATER APPROVED MATERIAL: REHAU MUNICIPEX WATER SERVICE LINE MEETING AWWA C904 SDR9 OR EQUAL.
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MARK CURB W/ "W" BRANDING IRON WILL BE FURNISHED AND PROVIDED BY CONTRACTOR SEE DETAIL "A"
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ALL MJ FITTINGS WILL REQUIRE RESTRAINERS (MEGA LUGS) WITH THRUST BLOCKS NOTES ON THRUST BLOCKING: 1. ALL BLOCKING SHALL BE AGAINST UNDISTURBED HAND DUG SOIL AND ALL BLOCKING SHALL BE AGAINST UNDISTURBED HAND DUG SOIL AND SHALL BE CONCRETE HAVING A MINIMUM 28 DAY STRENGTH OF 2000 LBS. PER SQUARE INCH. 2. THRUST CALCULATIONS TO BE BASED ON THRUST DUE TO WATER THRUST CALCULATIONS TO BE BASED ON THRUST DUE TO WATER PRESSURE AT 100% OF TEST PRESSURE. THRUST = 2 AP SIN 1/2  WHERE A = AREA OF PIPE, P = WATER PRESSURE,   = DEFLECTION ANGLE. 3. VERTICAL UPLIFT BLOCKS SHALL BE DESIGNED ON THE BASIS OF 150 LBS. VERTICAL UPLIFT BLOCKS SHALL BE DESIGNED ON THE BASIS OF 150 LBS. PER CU. FT. FOR CONCRETE AND SOIL AT 120 LBS. PER FT. OVER THE AREAOF BLOCK. 4. VERTICAL DOWN THRUST BLOCKS SHALL BE DESIGNED ON THE BASIS OF VERTICAL DOWN THRUST BLOCKS SHALL BE DESIGNED ON THE BASIS OF 2000 LBS. PER SQ. FT. ALLOWABLE SOIL BEARING PRESSURE. DIMENSION MAY BE DECREASED WITH APPROVAL OF THE ENGINEER IF MEASURED SOIL CONDITIONS PERMIT. IN POOR SOIL CONDITIONS, BLOCK DIMEMSIONS SHALL BE INCREASED IN PROPORTION TO ALLOWABLE BEARING VALUE. 5. THRUST BLOCKS ON HORIZONTAL BENDS, TEES, CROSSES, AND REDUCERS THRUST BLOCKS ON HORIZONTAL BENDS, TEES, CROSSES, AND REDUCERS SHALL BE SIZED BASED ON 24000 LBS. PER SQ. FT. OF BLOCKING SURFACE AREA IN CONTACT WITH UNDISTURBED SOIL, BLOCK DIMENSIONS MAY BE DECREASED WITH APPROVAL OF THE ENGINEER IF MEASURED SOIL CONDITIONS PERMIT. IN POOR SOIL CONDITIONS, BLOCK DIMENSIONS SHALL BE INCREASED IN PROPOERTION TO THE ALLOWABLE BEARING VALUE. 6. ALL BLOCKING SHALL HAVE A MINUMUM SOIL COVER OF 1 FT. ALL BLOCKING SHALL HAVE A MINUMUM SOIL COVER OF 1 FT. 7. ADDITIONAL REINFORCING MAY BE REQUIRED FOR HORIZONTAL BLOCKING TO ADDITIONAL REINFORCING MAY BE REQUIRED FOR HORIZONTAL BLOCKING TO HANDLE UNUSUAL SHEAR LOADING CONDITIONS.
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